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High Performance Architectural Coatings

Standard Paint Finish Colors

CPICRF™ Paint & Anodized Finishes

This eco-friendly coating is available in a wide range of premium paint colors, and  does not emit VOC 
gases into the atmosphere. CPICRF - Premium meets AAMA 2604 and comes with a 10-year standard 
warranty.

28662 N. Ballard Dr.
Lake Forest, IL 60045

cpidaylighting.com 847.816.1060
800.759.6985

Rev 4/18

CPICRF is a Corrosion Resistant Finish coating that includes Kynar®, Trinar®, or Hylar® 
fluoropolymer* and TGIC Polyester resins. 

CPICRF  |  TGIC Polyester resin powder coating (AAMA 2603) 1 or 5-year warranty

This economical and eco-friendly coating is available in a wide range of standard paint colors, and  
does not emit VOC gases into the atmosphere. CPICRF meets AAMA 2603 and comes with a 1-year 
standard warranty, or an optional 5-year extended warranty. 

®

CPICRF - Premium  |  Polymer resin powder coating (AAMA 2604) 10-year warranty

CPI-S1

CPI-P1

CPI-S5

CPI-S2

CPI-P2

CPI-P6

CPI-S3

CPI-P3

CPI-S4

CPI-P4

CPI-S6

CPI-P7

Med Gloss Black Cat

Med Gloss Black Cat

WS Bronze

WS Clay

WS Clay

WS White

Hartford Green #84

Hartford Green #84

Quaker Bronze

Quaker Bronze

WS White

Nighthawk Gray
CPI-P9

CPI-P10 CPI-P11

CPI-P5

CPI-P8

CPI-P12

Sand

Bone White Eggshell LT

WS Bronze

Jet Black

Patina Green

CPI-PP1

CPI-PP6

CPI-PP2

CPI-PP7

CPI-PP3 CPI-PP4

CPI-PP8    

Med Gloss Black Cat

WS Brick Red #83

WS Clay

WS White

Hartford Green #84 Quaker Bronze

Nighthawk Gray

CPI-PP10 CPI-PP11 CPI-PP12

CPI-PP5

CPI-PP9

CPI-PP13
Sand Bone White Eggshell LT

WS Bronze

Jet Black

Patina Green

The colors shown are not exact and may vary slightly from the actual colors - Physical samples on aluminum substrates are available for 
final color selection. For exact colors, please contact us at 1.800.759.6985 to order color samples. Slight color variation can be expected in 
production. Color options are also subject to change. Please contact CPI Daylighting to confirm availability.

*Kynar® is a registered trademark of Arkema  -  Trinar® is a registered trademark of AkzoNobel  -  Hylar® is a registered trademark of Solvay

Anodized Finishes

CPI Daylighting offers anodized finishes - Clear Anodized and Dark Bronze Anodized. The anodized finish 
comes with a 1-year standard warranty with an option for a 5-year extended warranty.

CPI Anodized Finishes  |  Class II (204), Class I (215), and color 1 or 5-year warranty

This 2-coat Kynar finish is available in a variety of premium paint colors. CPICRF - Premium Plus 
meets AAMA 2605 and comes with a 10-year standard warranty, or an optional 20-year extended 
warranty.

CPICRF - Premium Plus (Kynar®)  |  70% PVDF (AAMA 2605) 10 or 20-year warranty
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